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INSTALL PUSH BUTTON AND R10-4(2) SIGN ON EXISTING SIGNAL POLE (SHA STD.817.01 AND 817.02).
LOCATION OF PUSH BUTTON AND SIGN SHALL BE MEASURED FROM THE SIDEWALK ELEVATION.

ADJUST EXISTING HANDHOLE TO PROPOSED SIDEWALK GRADE
USE EXISTING HANDHOLE

USE EXISTING CONDUIT

USE EXISTING BASE MOUNTED CABINET AND CONTROLLER

CONSTRUCT 35 FT. LONG X 5 FT. WIDE X 6 IN. THICK CONCRETE PAD WITH WIRE MESH REINFORCEMENT FLUSH
WITH EXISTING GRADE

CONSTRUCT 15 FT. LONG X 4 FT. WIDE X 4 IN. THICK CONCRETE SIDEWALK (FLARE SIDEWALK ALONG BENNETT
ROAD TO MEET EXISTING GRADE)

CONSTRUCT SHA STD. 655. 12 HANDICAP RAMP (4 FT. LANDING/8 FT. FLARE). CONSTRUCT STANDARD TYPE A CURB
ONLY (SHA STD. 620.02) IN LIEU OF OTHER FLARE

CONSTRUCT TYPE A COMBINATION CURB AND GUTTER AT FACE OF ROAD (SHA STD. 620.02) (FLARE CURB AND GUTTER
ALONG BENNETT ROAD TO MEET EXISTING GRADE)

CONSTRUCT TYPE A COMBINATION CURB PORTION (SHA STD. 620.02) PER DETAIL ON SHEET 2 (CONSTRUCT CURB WITHIN
LIMITS OF RAMP AS SHOWN)

INSTALL NEW SIGNAL HEAD: REMOVE EXISTING SIGNAL HEAD
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UTILITY LEGEND
S0 SD STORM DRAIN
G G GAS MAIN
W W WATER MAIN
S S SEWER MAIN
E E ELECTRIC CABLES
A A AERIAL CABLES
T T TELEPHONE CABLES
F F FIBER-OPTIC CABLES

GENERAL NOTES

WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS. THE CONTRACTOR SHALL BE
REQUIRED TO EXCAVATE FOR CONDUIT BY HAND.

ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND MAY

NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR
TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR
PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR,
gEEOESEgRACTDR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY BE

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE
APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.

PLACE 24 IN. WIDE DETECTABLE WARNING MAT SURFACE ALONG THE FULLY DEPRESSED PORTION OF THE
EE“DT%XQICAP RAMP AND CONCRETE PAD. THE MAT SHALL NOT EXTEND ONTO THE SIDE FLARE OF THE
RAMP. .

FURNISHING AND INSTALLING THE WIRE MESH REINFORCEMENT IS INCIDENTAL TO THE INSTALLATION
OF THE CONCRETE SIDEWALK. R— —
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